HG M |X :,HELI:;NTING

HG MIX s a tinting system, which creates imagination without colour limits. HG MIX is composed of 16 waterborne and 8 solventborne colorants which consist of carefully selected
raw materials. HG MIX colorants and all final products are available on point of sales with suitable tinting equipment tools and computer technology.

’ . H E LI 0 s For all additional information about our mixing systems, please send an e-mail to tinting.support@helios.si.



HG MIX COLORANTS

WATERBORNE COLORANTS (16)
OLVENTBORNE COLORANTS (8)

HG MIX colorants are used for tinting of decorative products

S I Nl N =
(%) AND SILICON SYSTEMS RESISTANCE* RESISTANCE** (g/ml)
DH-01 white 65 PW. 6 + 8 5 2,07
DH-02 ochre 50 PY. 42 + 8 5 1,69
DH-03 oxide red 55 P.R. 101 + 8 5 2,00
DH-04 green 22 PG.7 - 8 5 1,47
DH-06 blue 25 P.B. 15:4 - 8 5 1,39
DH-09 red 20 PR. 254 - 8 4-5 1,49
DH-13 orange 45 - - 8 5 1,50
DH-14 ochre 50 PY. 42 + 8 5 1,65
DH-15 violet 10 PV. 23 - 8 5 1,51
DH-16 red 25 PR. 122 - 7 4 115
DH-17 yellow 37 PY. 74 - 7-8 4-5 1,17
DH-20 yellow 55 PY. 184 + 8 4-5 1,95
DH-22 oxide red 53 PR. 101 + 8 5 1,89
DH-23 green 60 PG. 17 + 8 5 2,08
DH-24 blue 55 P.B.28 + 8 5 1,80
DH-25 black 13 P.Bk.7 ) 8 5 1,48
AM red 26 PR.254 8 4-5 1,02
KL white 60 PW. 6 8 5 1,68
PM green 30 PG.7 8 5 1,02
QL yellow 41 PY.74 7-8 4-5 1,06
RA blue 25 PB.15:4 8 5 1,00
TL ochre 55 PY.42 8 5 1,54
XL black 13 P.Bk.7 8 5 1,01
YM oxide red 60 P.R.101 8 5 1,78

*

light resistance is measured on an a 8-level blue scale;

1 means bad light resistance; 8 means excellent light resistance : . H E LI 0 s

weather resistance is measured on 5-level grey scale;
1 means bad weather resistance; 5 means excellent weather resistance

*

Helios TBLUS d.0.0., Kolicevo 65, 1230 DomZzale, Slovenia
www.helios-group.eu
More information on the general conditions is available on www.helios-group.eu. A member of the KANSAI PAINT Group.




